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Solenoid Operated Directional Valves

45 1 / FEATURES

m SEJ] KRE  RIRS VRS FIREG .
High pressure, large volume, low noise. Smooth switch over movement.

m EERRET, FAI)Y, BERE.
Duo orifice designed, low resistance, high efficiency.

m [IfK ~ BIERRERERZERET, EBaENEZET-
Water & dust proof electric solenoid, high safety designed.

m SO BERTARORIE, ZRES.
ISO standard measurements, high interchangability, easy to install.

m 100%tEEE, BBEREENSRE.
100% inspected, high & stable quality.

B 5% &R B / HOW TO ORDER
WH 43 - G03 - C2 - A22

0-N-20
_‘7 WEHESE  Design No.

ZEH  NONE: ISO TYPE
N: DIN TYPE

BRI COIL VOLIAGE
A 110: AC100V 50HZ

AC110V 60HZ
A 220: AC200V 50HZ

AC220V 60HZ

BEREIT,  SPOOL TYPES
( 2FB%E9E5 SEE PAGE 9 )

— BEEEE NOMINAL DIA. A 240: AC220V 50HZ
G03:3/8"PT  Cetop 5 AC240V 60HZ
D 12: pciav

42 : 4 WAYS 2 POSITIONS D 24: pCa4v
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